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5 o 0 o ST GENERAL NOTES: REVISED: XY 23041«\,2
0OOmm COAL TAR EPOXY COATED STEEL NORTH CAROL INA %, G NG INEG S
1. ONE SPIDER SHALL BE PLACED LSRR S
ENCASEMENT PIPE, 7.92mm THICK NOT MORE THAN 600MM FROM TDREAPNASRPTOMRETNATT IOOFN ,f”" "?'_. ‘3‘0.\3‘\‘
EACH END OF THE CASING. S=SToN SERVIcES unin| @ P/l 0z
CARRIER PIPE SUBSEQUENT SPIDERS SHALL PHONE : (319)250-4128 |UTILITY CONSTRUCTION
INTERVALS WITHIN THE CASING. FAX:(919)250-4119 PLANS ONLY
2. CAP THE ENDS OF THE UTILITY CONSTRUCTION

ENCASEMENT WITH BRICK AND
MORTAR, SEE DETAIL.

3. THE CASING SPIDERS SHALL BE
MADE OF TWO PIECE SHELL
T-304 STAINLESS STEEL OF
A MINIMUM 14 GAGE THICKNESS.
EACH CONNECTING FLANGE
SHALL HAVE A MINIMUM OF
THREE 8 MM T-304 STAINLESS
STEEL BOLTS. THE SHELL
SHALL BE LINED WITH A RIBBED
PVC EXTRUSTION WITH A
RETAINING SECTION THAT
OVERLAPS THE EDGES OF THE
SHELL AND PREVENTS SLIPPAGE.

4. RISERS SHALL BE MADE OF T-304
STAINLESS STEEL OF A MINIMUM
THICKNESS OF 10 GAUGE. ALL

RUNNER

RISERS RISERS OVER 150MM IN HEIGHT
SHALL HAVE ADDITIONAL
REINFORCEMENT. RUNNERS | TYPE "2"
SPIDERS SHALL BE CENTERED AND MOLECULAR WETGHT POLYMER WITH
PROVIDES RESTRAINT AGAINST A LOW COEFFICIENT OF FRICTION. (BEDDING FOR D.I. PIPE)
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STEEL ENCASEMENT PIPE FOR RAILROAD CROSSING
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200mm BRICK AND MORTAR N T
PROPOSED 20@mm / e A
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| l v  PIPE BEDDED IN FLAT-BOTTOM TRENCH. TRENCH
T BACKFILLED IN LOOSE 150mm LAYERS COMPACTED TO
TOP OF TRENCH USING LOCAL EXCAVATED MATERIAL,
IF APPROVED BY THE ENGINEER, OR SELECT MATERIAL.
BRICK AND MORTAR 7 ALL MATERIAL SHALL BE FREE OF ROCKS, FOREIGN
MATERIAL, AND FROZEN EARTH. COMPACTION SHALL
45@mm STEEL ENCASEMENT PIPE BE TO APPROX. 95% DENSITY IN ACCORDANCE WITH
25mm PVC WEEP PIPE PLAN "o/ WASHED STONE— oo OFILE o AASHTO T-99 AS MODIFIED BY THE DEPARTMENT
— I 5@0mm PVC WEEP PIPE OF TRANSPORTATION.
END SEAL ENCASEMENT DETAIL
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MAXIMUM TRENCH WIDTH
DETALL ABOVE /SPIDERSY AT TOP OF PIPE
T L E—— =t =— P anm Ny NOMINAL NOMINAL
— P — AT T T\ PIPE SIZE TRENCH WIDTH PIPE SIZE TRENCH WIDTH
] \iFﬁzj 7 7 L \“EEE% (mm) (meters) (mm) (meters)
' ' CARRIER PIPE ENCASEMENT PIPE ' '
E{\ EIH_Q\ 7 100 0.72 500 1.12
U T T~ 1 7 NoOTES: | N A 150 0.76 600 1.22
N LS 200 0.81 750 1.37
1 - ONE SPIDER SHALL BE PLACED NOT MORE THAN 600mm FROM EACH END OF THE CASING. 250 0 86 900 1 . b7
SUBSEQUENT SPIDERS SHALL BE PLACED AT 3.04m INTERVALS WITHIN THE CASING. “ND SEAL 300 0 91 1050 1.68
2 - SPIDER ASSEMBLY SHALL BE MADE OF STAINLESS STEEL T-304. 350 0. 97 1200 1.83
3 - CARRIER PIPE TO BE INSTALLED WITH @% GRADE. 400 1:02 1400 1.98
450 1.07
PROP 450mm PIPE ENCASEMENT DETAIL
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